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General 
All vehicles must be of old type and style. 

Three classes: 
Vintage Outlaw 

FED (front engine dragster), FC (funny car) och Altered. 
Performance equal to or faster than 8.50 sec @ ¼-mile. 

Wild Bunch 

All types of vehicles. 
Performance above 8.50 sec @ ¼-mile. 

A/Gasser 

Full body in Gasser-look. Preferably with solid frontaxle. 

Safety 
Safety equipment is recommended to be tagged by FIA, SFI etc. 
Approval is decided by the actual condition and not the date on the tag. 
Safety demands are related to the top speed regardless of race distance. 

Speed categories:  180, 220, 260, 300, 340 and 340+ km/h. 
Equivalent in mph: 112, 137, 162, 186, 211 and 211+ mph. 

Rollcage/rollbar 
Topspeed Chassitag Type of chassi Vehicle 

FED FC / 
Altered 

Door Car Racecar 
document* 

340, 340+ ”6,0” 2.4C 10.2 25.1-3 Ja 
300 ”7,50” 2.6A 10.3-4 25.4-6 Ja 
260 ”8,50”    Ja 
180, 220 båge    Nej 

* Nordic countries have a registration document (vagnbok in Swedish) 
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Safety harness 
In category 180 the demand is at least a 3-point harness. 
In category 220 the demand is at least a 4-point harness. 
In category 260 and faster the demand is at least a 5-point harness. 

All types must be of fast-release type. 

In open-body vehicles, running methanol and supercharging, the harness must be 
protected by a fire-resistant material. 

Arm restraints 
Mandatory in open-body vehicles. 

Helmets 
A full-face helmet is mandatory in open-body vehicles. 

Category 180, 220:  SNELL SA2005, SA2010, SAH2010 or newer. 
Category 260 and faster: SNELL SA2010, SAH2010 or newer. 

Open-body vehicles with supercharging are allowed to wear a facemask with respiratory 
filter and splinter-free engine goggles with flame-resistant fabric. 

Neck collar 
Mandatory in categories 220 and 260. 

Head and Neck Restraint Support (HNRS/FHR) 
Mandatory in categories 300 and faster. 
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Protective clothing 
Minimum demands according to table: 

Open-body vehicle with front engine and 
supercharging in category 340 and 340+ 
 

SFI 3.2a/20 
balaclava, shoes och gloves SFI 3.3/15 

Vehicles with an automatic transmission 
in the driver compartment and without a 
cover in all categories. 
Open-body vehicle and supercharged. 
Vehicle with supercharging and methanol 
in category 260 and faster. 
 

SFI 3.2a/15 
balaclava, shoes och gloves SFI 3.3/5 

Vehicle with supercharging but not 
methanol in category 260 and faster. 
Vehicle with methanol but not 
supercharged in category 260 and faster. 
 

SFI 3.2a/5 alt FIA 8856-2000 or 8856-2018 
balaclava, shoes och gloves SFI 3.3a/1 alt 
FIA 8856-2000 or 8856-2018 
 

Vehicle in category 220. SFI 3.2a/1 alt FIA 8853-2016 
balaclava, shoes och gloves SFI 3.3/1 alt 
FIA 8856-2000 or 8856-2018 

Vehicle in category 180. Full-length pants and long-sleeved shirt 
(e.g. cotton material), closed shoes and 
appropriate gloves required. 

 

Parachutes 
Vehicles with a top speed above 240 km/h (150 mph) must use a parachute. 
Vehicles with a top speed above 320 km/h (200 mph) demands two parachutes. 

Driveshaft loop 
Mandatory with a front driveshaft loop (plate 6 x 50 mm, ¼” x 2”) placed maximum 150 
mm (6”) behind the front universal joint. 

Seats 
The drivers seat should be supported and fixed mounted. In categories 260 and faster 
the seat must be of racing type. 
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Window net 
Recommended in full-body vehicles in categories 260 and faster when the driver’s seat 
is located at the driver’s door. 

Engine related 
Height of crankshaft is limited to 36” measured at the front of crankshaft. 

Maximum one spark plug per cylinder on supercharged engines. 

Fuel systems are only allowed to be mechanical fuel injection or carburators. No 
electronic systems allowed. 

Cooling system must be outside the driver’s compartment. Free location of cooler. 
Catch-can mandatory for coolant overflow; 0.5 ltr. minimum capacity. 

Belly pan under engine is mandatory in categories 220 and faster. Minimum 5 cm lip on 
all sides. A non-flammable, oil-absorbent liner mandatory inside. The liner shall be 
replaced at need. 

Nitrous oxide is not allowed. 

Supercharging. Only Roots-type and older mechanically driven (e.g. Paxton) are 
allowed. Pop-off valve allowed up to 20% overdrive. Beyond that a burst panel is 
mandatory. Supercharger is recommended to be mounted with aluminium bolts to the 
inlet manifold. Supercharger are allowed to be mounted in front of engine. 

Supercharger restraint device is mandatory except when using gasoline as fuel. 

Valve covers must be of metall. 

Harmonic damper must be of aftermarket type for categories 220 and faster. 
Damper may be replaced with a degree wheel of steel or aluminium, max diameter 8”. 

Throttle control must be manually operated by driver’s foot. 

Throttle stop devices and delay boxes are not allowed. 

Crankcase ventilation should end in a catch-can. Normally aspirated engines are 
allowed to ventilate to the header collector. 
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Flywheel must not be cast. 

Clutch housing from aftermarket is mandatory, covering flywheel and clutch 
completely. Categories 340 and 340+ is recommended to use a cover with innerliner and 
no hole for clutch release. Clutch must be manually operated by the driver’s foot. 

Driveline and chassis 
Auto transmission must have reverse lockout. 

Flexplate from aftermarket is mandatory in categories 220 and faster. 

Shields for transmission and flex plate are mandatory in categories 220 and faster. 
The shields can be homebuilt in 6 mm steel if it is professionally built. 

Planetary gearbox, aftermarket (e.g. Lenco) must use a transmission shield when 
using a supercharged engine. 

Individual rear suspension where the driveshaft act as a control arm (e.g. Corvette) are 
allowed only when it was used originally. 

Brakes are recommended to be two-circuit systems with brakes on all wheels. Vehicles 
with fixed mounted rear axle are allowed to run with brakes at rear only. Vehicles with 
suspended rear axle are allowed to run with brakes at rear only if a parachute is used. 

Shock absorbers must be used on every suspended wheel. 

Fixed front axle is allowed if the weight is less than 1000 kg and the wheel base as 3 m 
or more. 

Wheel base is recommended to be at least 90”. 

Wire wheels/mc wheels are allowed on FED weighing less than 850 kg. 

Wheel studs should protrude at least 12 mm from the wheel. 

Category 340+ must use rear wheels of bead-lock type or with innerliners. 

Air valves must be of metal and screwtype when tubeless tires are used. 

Ground clearance is a minimum 75 mm from front of vehicle to 30 cm behind centerline 
of front axle; 50mm for remainder of vehicle. 


